
PART AWG # UL MAX. TEMP. CORD RET. PRIMARY COIL LBS /
NUMBER SIZE COND. TYPE STRAND VOLT AMPS RATING O.D. LGTH. FT. COND. COLOR O.D. CORD

4-9121-89-96W           16    5           SJEOW       65/34    300 8             105        .440  2                WE, OE, GN, RD, BK            1.63    1.99
4-9121-00-96W           16    5           SJEOW       65/34    300 8             105        .440  4                WE, OE, GN, RD, BK            1.63    3.91
4-9121-87-96W           16    5           SJEOW       65/34    300 8             105        .440  6                WE, OE, GN, RD, BK            1.63    5.82
4-9121-88-96W           16    5           SJEOW       65/34    300 8             105        .440  8                WE, OE, GN, RD, BK            1.63    7.73            
4-9122-89-96W           16    6           SJEOW       65/34    300 8             105        .485  2             WE, OE, GN, RD, BE, BK         1.72    2.28
4-9122-00-96W           16    6           SJEOW       65/34    300 8             105        .485  4             WE, OE, GN, RD, BE, BK         1.72    4.43
4-9122-87-96W           16    6           SJEOW       65/34    300 8             105        .485  6             WE, OE, GN, RD, BE, BK         1.72    6.61
4-9122-88-96W           16    6           SJEOW       65/34    300 8             105        .485  8             WE, OE, GN, RD, BE, BK         1.72    8.75

4-9123-89-96W           18    3            SEOW       41/34      600  7             105        .385    2                     WE, GN, BK               1.33     1.28
4-9123-00-96W           18    3            SEOW       41/34      600  7             105        .385   4  WE, GN, BK               1.33     2.43
4-9123-87-96W           18    3            SEOW       41/34      600  7             105        .385   6  WE, GN, BK               1.33     3.62
4-9123-88-96W           18    3            SEOW       41/34      600  7             105        385   8  WE, GN, BK               1.33      4.8            
4-9124-89-96W           18    4            SEOW       41/34      600  7             105        .415   2                  WE, GN, RD, BK              1.455     1.64
4-9124-00-96W           18    4            SEOW       41/34      600  7             105        .415   4                  WE, GN, RD, BK              1.455     3.17
4-9124-87-96W           18    4            SEOW       41/34      600  7             105        .415   6                  WE, GN, RD, BK              1.455     4.73
4-9124-88-96W           18    4            SEOW       41/34      600  7             105        .415   8                  WE, GN, RD, BK              1.455     6.28            
4-9125-89-96W           16    3            SEOW       65/34      600 10            105        .415   2 WE, GN, BK              1.455     1.64
4-9125-00-96W           16    3            SEOW       65/34      600 10            105        .415   4 WE, GN, BK              1.455     3.17
4-9125-87-96W           16    3            SEOW       65/34      600 10            105        .415   6 WE, GN, BK              1.455     4.73
4-9125-88-96W           16    3            SEOW       65/34      600 10            105        .415   8 WE, GN, BK              1.455      6.3            
4-9126-89-96W           16    4            SEOW       65/34      600  8             105        .445   2                  WE, GN, RD, BK               1.64     2.14
4-9126-00-96W           16    4            SEOW       65/34      600  8             105        .445   4                  WE, GN, RD, BK               1.64     4.18
4-9126-87-96W           16    4            SEOW       65/34      600  8             105        .445   6                  WE, GN, RD, BK               1.64     6.16
4-9126-88-96W           16    4            SEOW       65/34      600  8             105        .445   8                  WE, GN, RD, BK               1.64      8.2            
4-9127-89-96W           16    6            SEOW       65/34      600  8             105        .575   2            WE, OE, GN, RD, BE, BK      2.025     3.03
4-9127-00-96W           16    6            SEOW       65/34      600  8             105        .575   4            WE, OE, GN, RD, BE, BK      2.025     5.95
4-9127-87-96W           16    6            SEOW       65/34      600  8             105        .575   6            WE, OE, GN, RD, BE, BK      2.025     9.01
4-9127-88-96W           16    6            SEOW       65/34      600  8             105        .575   8            WE, OE, GN, RD, BE, BK      2.025   11.73            
4-9128-89-96W           14    4            SEOW       41/30      600 12            105        .590   2                  WE, GN, RD, BK             2.055     3.16
4-9128-00-96W           14    4            SEOW       41/30      600 12            105        .590   4                  WE, GN, RD, BK             2.055     6.22
4-9128-87-96W           14    4            SEOW       41/30      600 12            105        .590   6                  WE, GN, RD, BK             2.055      9.3
4-9128-88-96W           14    4            SEOW       41/30      600 12            105        .590   8                  WE, GN, RD, BK             2.055   12.27

PART AWG # UL MAX. TEMP. CORD RET. PRIMARY COIL LBS /
NUMBER SIZE COND. TYPE STRAND VOLT AMPS RATING O.D. LGTH. FT. COND. COLOR O.D. CORD

MEDIUM DUTY ELASTOMER/ TYPE:  SJEOW

HEAVY DUTY ELASTOMER / TYPE:  SEOW

 Thermoplastic Elastomer Jacket     300 V Cord     UL Listed    • • •  CUL Listed    • Outdoor Usage•

 Thermoplastic Elastomer Jacket    600 V Cord     UL Listed    • • •  CUL Listed    • Outdoor Usage•
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Reach out to us today for a quote - we look forward to supporting your project needs.

WHITNEY BLAKE  
ELASTOMER CORDS:

Elastomer coiled cords 
offer great flexibility in 
use, ranging from  
medical equipment to 
communication products.

Each design features  
a strong, yet flexible  
thermoplastic elastomer 
jacket and are UL  
and CUL listed for  
outdoor use.

Medium (SJEOW) and 
Heavy Duty (SEOW)  
varieties include multiple 
length options and sizes 
based on your project 
requirements.
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FREQUENCY                100MHZ 

Attenuation (Min at 100 MHZ)              22 db
Characteristic Impedance                     100 ohms +/- 15%
NEXT (Min at 100 MHZ)                        35.3 db
PS-NEXT (Min at 100 MHZ)              32.3 db            
EL-FEXT (Min at 100 MHZ)                   23.8 db
PS-ELFEXT  (Min at 100 MHZ)              20.8 db
PS-AELFEXT (Min at 500 MHZ)            20.1 db
Return Loss (Min at 100 MHZ)             20.1 db
Delay Scew (Max per 100m)              45ns
Networks Supported             1000BASE-T

4-7433-01-95             26 4 pairs 19/38       -40C to +85C .240" 12"          10"               .8"         0.23
4-7433-02-95             26 4 pairs 19/38       -40C to +85C .240" 24"          10"               .8"         0.43
4-7433-03-95             26 4 pairs 19/38       -40C to +85C .240" 48"          10"               .8"         0.81

PART AWG #        TEMP.  CABLE  RET.  AXIAL COIL  LBS /
NUMBER SIZE COND.  STRAND RATING  O.D.  LGTH. FT. END LENGTH (x2) O.D.  CORD

ANSI/TIA/EIA 568-B CAT5e

ANSI/TIA/EIA 568-B CAT5e

FREQUENCY                100MHZ 

Attenuation (Min at 100 MHZ)              22 db
Characteristic Impedance                     100 ohms +/- 15%
NEXT (Min at 100 MHZ)                        35.3 db
PS-NEXT (Min at 100 MHZ)              32.3 db            
EL-FEXT (Min at 100 MHZ)                   23.8 db
PS-ELFEXT  (Min at 100 MHZ)              20.8 db
PS-AELFEXT (Min at 500 MHZ)            20.1 db
Return Loss (Min at 100 MHZ)             20.1 db
Delay Scew (Max per 100m)              45ns
Networks Supported             1000BASE-T

4-7433-01-95             26 4 pairs 19/38       -40C to +85C .240" 12"          10"               .8"         0.23
4-7433-02-95             26 4 pairs 19/38       -40C to +85C .240" 24"          10"               .8"         0.43
4-7433-03-95             26 4 pairs 19/38       -40C to +85C .240" 48"          10"               .8"         0.81

PART AWG #        TEMP.  CABLE  RET.  AXIAL COIL  LBS /
NUMBER SIZE COND.  STRAND RATING  O.D.  LGTH. FT. END LENGTH (x2) O.D.  CORD

ANSI/TIA/EIA 568-B CAT5e

ANSI/TIA/EIA 568-B CAT5e

whitneyblake.com  |  1-800-323-0479  |  sales@wblake.com

Reach out to us today for a quote - we look forward to supporting your project needs.

N
e
tw

o
rk

 C
o

ile
d

 C
o

rd

Construction consists of 4 balanced twisted unshielded pairs with  
flexible 26 AWG conductors and a durable polyurethane outer jacket.

Electrical performance complies with CAT5e Telecommunications  
Cabling Standard ANSI/TIA/EIA-568-B.

Excellent coil memory and meets electrical performance specifications 
after 40,000+ plus extension cycles at room temperature.

Meets Cat5e after 20,000 bend flex cycles when tested in accordance  
with ASTM 4565.  

Withstands tight bend radii exceeding 5,000 rigorous bend flex cycles 
when flexed over a 1/4” diameter rod. 

Withstands temperature extremes of -40C to+ 85C. 

Meets electrical performance specs after thermal shock conditioning  
according to UL 758 followed by 15,000+ extension cycles.

Low temperature flexibility. Complies with UL 758 cold bend test at -40C

Flame retardant UL 94 V-0, rugged, abrasion resistant polyurethane jacket 

Cords are available in 1ft., 2ft., and 4 ft retracted lengths with 10” axial 
straight leads on each end.

WHITNEY BLAKE  
CAT5e RETRACTABLE COILED CORD 


